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SECTION 



1. Acrylic dome: Plexiglas* 

2. Sheet copper evaporation trough 

3. Strippable coating-removed after roofing 

4. Screw, washer & bushing. 

5. Built-up roofing 

6. Roofers or deck material 

7. Framing member-joist 

8. Interior facia 



Light entering directly at the roof level gives the widest 
possible spread of daylight...greater light efficiency 
per square foot of skylight.*.less heat gain for the 
amount of light derived. 


© 


♦Registered trademark, Rohm & Haas Co. 
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INSTALLATION is easy. Sizes are made to fit standard 
roof joist spacings and roof openings. Dome and metal 
trough are placed in position and attached by screws. 
Roofing material spreads over the flanges to complete 
the job , Installation can be a one-man job. 




AP Skylights may be used on any flat roof. They may 
also be used on roofs with maximum pitch up to 2-12 , 
subject to specific installation instructions provided by 
Architectural Plastics. 




WIDE-ANGLE LIGHTING 



DESIGNED TO PROVIDE THE 
OPTIMUM AMOUNT OF LIGHT 
PER SQUARE FOOT OF 
THE ROOF OPENING. 


KYLIGHT 


THE PRIMARY PURPOSE IS LIGHT 

AP Skylight domes, set directly into the roofing material, pro¬ 
vide the optimum in lighting efficiency per square foot of 
opening. The “Wide-Angle” spread of daylight is possible 
because light enters directly at the roof level. The units are 
self-flashing. 


LOW INSTALLATION COST 

The simplicity of the AP Skylight holds labor and material 
costs of installation to a minimum. It eliminates the cost of 
erecting and flashing a curb. The skylight consists of two 
pieces . . . the acrylic dome and the copper evaporation 
trough . . . mounted in position flush with roof opening. (It 
can also he mounted on built-up curb. See below.) The roofer 
usually does the entire job, avoiding conflicting responsibili¬ 
ties. No other trades need be involved. 

SIMPLE UNCLUTTERED DESIGN 

When seen from the outside the AP Skylight arches gracefully 
from the clean line of the roof. There are no abrupt interrup¬ 
tions of the architectural lines and planes of the building. 
When seen from the inside, it is a simple opening of light at 
roof level. The AP skylight is dimensioned in squares and 
rectangles. The interior effect can be whatever specified. Its 
design permits configuration of interior facia to be oval, 
circular, sloped, stepped, rectangular, etc. 

NO MAINTENANCE PROBLEM 

The acrylic flanges of the AP Skylight are embedded and 
permanently protected in the roofing material. Thus the sky¬ 
light opening is tightly sealed, with nothing exposed to wind 
and weather except the strong, one-piece arching dome. There 
is no metal exposed that may be subject to pitting or corro¬ 
sion. The factor of thermal expansion of the acrylic is pre¬ 
cisely computed for each size of AP skylight and specifically 
allowed for in design. 

AP Wide-Angle Skylights are self-flashing. They eliminate 
the cost of erecting and flashing a curb. They can also be 
installed on built-up curb and still permit roof to retain 
its simple uncluttered lines. 



See complete specifications on page four of this folder. 

































SPECIFICATIONS 



ACRYLIC DOME SKYLIGHTS • 


LONG FORM 


A Acrylic skylights shall be Catalogue No. ... skylights 
as manufactured by Architectural Plastics. 


D The unit shall be shipped to designated location pro¬ 
tected with a strippable covering on the dome, which shall 
not be removed until installation and roofing are completed. 


E The evaporation trough shall be formed to specified shape 
of 16 oz. cold rolled sheet copper, and shall be located under 
drip strips by means of 16 oz. cold rolled sheet copper 
attachment tabs. 

F Attachment devices, screws, expansion bolts, bushings and 
washers shall be furnished to suit conditions of installation. 

G Installation shall be accomplished in conformity with 
roofing specifications. At roof opening the first two plies 
of felt shall be turned back over succeeding plies 12 inches. 
Entire area that receives acrylic flanges shall be buttered 
with roofing mastic. Skylight shall be attached in place 
over opening and flanges felt-stripped in. Applications of 
mastic, roofing pitch and stone or gravel shall cover flanges 
to sides of dome. 

SHORT FORM 

Acrylic Skylights shall be Catalogue No., skylights 

as manufactured by Architectural Plastics, Darien, Connec¬ 
ticut. Installation and attachment shall be accomplished in 
conformity with roofing specifications. 


SCHEDULE OF STOCK SIZES & DIMENSIONS (Specify domes wanted: Clear Colorless or White Translucent*) 


^Catalog 

Numbers 

Size 

Dimension A 

Overall 
Dimension B 

Inside 

Dimension D 

Setting 

Locations Dome Rise 

Dimension C Dimension E 

Plastic 

Thickness 

AP 1616 

16"xl6" 

25%"x25%" 

14%"xl4%" 

22"x 22" 

5" 

.187 

AP 1624 

16"x 24" 

25%"x33%" 

14%"x22%" 

22"x 30" 

5" 

.187 

AP 1632 

16"x32" 

25%"x41%" 

14%"x30%" 

22"x38" 

6" 

.187 

AP 2424 

24"x 24" 

35%"x35%" 

22%"x22%" 

31"x31" 

7" 

.187 

AP 1648 

16"x48" 

27%"x 59 %" 

14%"x46%" 

23"x 55" 

6%" 

.187 

AP 2432 

24"x 32" 

35%"x43%" 

22 3 / 8 "x30 3 / 8 " 

31"x 39" 

7" 

.187 

AP 3232 

32"x 32" 

43%"x43%" 

30 3 /e"x30 3 / 8 " 

39"x39" 

8" 

.187 

AP 2448 

24"x48" 

35 %"x 593/ e " 

22% "x 46 %" 

31"x55" 

8%" 

.187 

AP 3248 

32"x48" 

45%"x61%" 

30%"x46%" 

40"x56" 

10" 

.250 

AP 3260 

32"x60" 

44"x72" 

30%"x58%" 

40"x68" 

10" 

.250 

AP 4848 

48"x48" 

61%"x61%" 

46%"x46%" 

56"x56" 

12" 

.250 

*UVA acrylic (ultra-violet absorbing.) Suffix Catalog No. with a C for clear colorless acrylic; with TR for white trans¬ 
lucent acrylic. Unless otherwise specified, clear will be supplied. Round skylights and special sizes to order. Data sheets 
available on maximum roof pitch installations; also on conventional curb mountings. 
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B They shall be supplied in factory-assembled units, each 
consisting of a thermoplastic resin dome, sheet copper 
evaporation trough, and attachments. 

C The dome shall be formed in one piece to the specified 
shape from clear colorless or white translucent thermo¬ 
plastic acrylic resin of specified thickness, and with thermo¬ 
plastic acrylic resin drip strips welded in place on inside 
surfaces. 
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